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GRAS PR0004 AutoArray 是一款坚固耐用的六传声器阵列，专为准确、可重复的车内声学测量而设计。它采用“AES”配置，

符合 AES TC-AA（汽车音响技术委员会）准则。该阵列可对车辆内部进行高分辨率的空间分析，为汽车 OEM 和音响工程师提供量化和增强车内音景的工具。

*传声器需单独购买

GRAS PR0004
AutoArray AES 配置
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导言
如今的驾驶员不仅要求马力强劲，还要求行驶安静、无噪声干扰，并带来沉浸式的音频体验。无论是内燃机汽车还是电动汽车，车内音质已成为汽车设计的一个关键差异化因素。从音响系统的

基准测试到调校以实现最佳听觉体验，再到减少噪声以改善 NVH 性能，精确且可重复的测量至关重要。

借助 GRAS AutoArray，汽车制造商可以获得提供世界一流车内音频体验所需的精度、一致性和易用性。

AutoArray 旨在提供快速、可靠且可重复的车内声学测试结果。其结构设计、座椅安装集成和定位工具均专为简化设置和确保传声器放置一致而设计。

每个阵列都有六个 1/4" 的测量传声器，排列成模拟听者头部周围的空间区域。传声器以三对类似耳朵的形状排列，模拟不同身高的个人的耳朵。这种配置不仅代表固定的听者位置，

还代表听者可能自然移动头部的区域——这对捕捉准确的车内声场至关重要。

典型应用和用途
GRAS AutoArrays 专门为车内声学测试而设计，非常适合以下应用：

• 音频系统性能测试和特性分析

• 音频系统调校和优化

• 车内声学基准测试和比较

• 声场映射和分析

• 车内 NVH（噪声、振动和声振粗糙度）测量

它们还可用于任何需要多传声器阵列设置的声学测试场景。

主要特点
• 测试就绪配置：符合 AES TC-AA 车载声学测量建议。

• 针对 1/4" 传声器进行了优化
• 单电缆便利性：内部布线，所有六个传声器信号都通过一个 7 针 LEMO 连接器传输，减少了杂乱和设置时间。

• 灵活的倾斜角度调节：可固定30°角度或自由调节；配备磁性倾斜仪实现精准角度测量。

• 精确定位工具：高度可调座椅支架、集成尺规系统、球形水平仪及底座球形关节，确保精准定位与重复性。
• 耐用型实验室级结构设计

兼容性
AutoArray 与任何配备微点连接器的 1/4" CCP 传声器兼容，但经过优化，可与 GRAS 高灵敏度型号（如

46BL-1 压力场传声器和 46BC 多场传声器）配合使用，这些型号为复杂的机舱环境提供了理想的频率响应。其他可与

AutoArray 一起使用的 GRAS 传声器包括 GRAS 46BD 1/4" CCP 压力场传声器和

46BE 1/4" CCP 自由场传声器。

有关传声器兼容性的更多详细信息，请参阅 AutoArray 产品手册。

AutoArray 随附一条 3 米长的 7 针 LEMO 至 7 针延长电缆和一条 7 针 LEMO 至 6x BNC

分线电缆。因此，该阵列可直接连接到任何具有 BNC 输入的 CCP/ICP/IEPE 传声器电源的信号调节器、分析仪或数据采集系统

(DAQ)。

否则，它也可以连接到具有 +48V 幻象电源的 XLR 输入声卡或音频接口，以驱动阵列上的 GRAS CCP 传声器。为此，需要使用

6 个 GRAS AG0003 适配器将分线电缆上的 6 个 BNC 连接器连接到 XLR 输入。

质量和保修
GRAS 传声器套件由我们久经考验的标准产品组合中的部件组成，全部采用优质材料和品牌部件制造，这些材料和部件都经过精挑细选和加工，以确保终身稳定和坚固耐用。 
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得益于高品质材料和装配工艺，我们对材料缺陷和工艺缺陷的保修期为 2 年。

例外情况：尽管 PR0004 AutoArray 旨在与测量传声器一起使用，但这些传声器是单独销售的。GRAS 测量传声器（如

46BC、46BL-1、46BE 和 46BD）享受 GRAS 常规测量传声器 5 年的保修服务。

电缆的保修期为 6 个月。
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Number of channels 6

Microphone compatibility
1/4" CCP (WS3F/P/Multi-

-field)

+48V Phantom Power Compatible
Yes (with AG0003

adapter)

Microphone Connector type Microdot 10-32

Array connector type 7-pin LEMO 1B

EMC tested Yes

Weight (Array structure only w/Adjustable angle adapter. No seat
mount. No mics)

g / oz 479 / 17

Weight (Seat mount only) g / oz 1478 / 52

CE/RoHS compliant/WEEE registered Yes/Yes/Yes

Temperature operation °C / F -30 to 85 / -22 to 185

Spread angle of the leg connections ° (deg.) 22, 52, 82

Pole’s ball joint pan rotation ° (deg.) 360

Adjustable angle adapter rotation angles ° (deg.) ±90
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Dimensions in mm
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Included items

-
6-mic array structure Cross configura-
tion

GRAS AL0036
AutoArray seat mount (w/ AL0039 Ball
level attachment)

GRAS AL0037 Adjustable angle adapter for AutoArray

GRAS AL0038 Inclinometer

GRAS AA0008
3 m LEMO 7-pin – LEMO 7-pin exten-
sion cable

GRAS AC0026 AutoArray splitter cable to 6x BNC

GRAS RA0574
Microphone protection foam for Au-
toArray (6-pack)

Microphones are not included and should be purchased separately.

 

Optional items

GRAS 46BC
1/4" CCP Multifield Microphone Set,
High Sensitivity

GRAS 46BL-1
1/4" CCP Pressure Microphone Set,
High Sensitivity

GRAS 46BE
1/4" CCP Free-field Standard Micro-
phone Set

GRAS 46BD
1/4" CCP Pressure Standard Micro-
phone Set

GRAS 42AG Multifunction Sound Calibrator

GRAS KM0112 Flight case for AutoArray

GRAS AA0011
1 m LEMO 7-pin – LEMO 7-pin extension
cable

GRAS AA0008
3 m LEMO 7-pin – LEMO 7-pin exten-
sion cable

GRAS AA0009
10 m LEMO 7-pin – LEMO 7-pin exten-
sion cable
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GRAS AA0012
30m LEMO 7-pin – LEMO 7-pin exten-
sion cable

GRAS AG0003
Adapter for CCP preamp. to 48V phan-
tom power (BNC to XLR)

GRAS AL0039 Ball level attachment for AL0036

GRAS SW0046
USB with microphone calibration data
(to use when ordering microphones)

GRAS Sound & Vibration reserves the right to change specifications and accessories without notice. 
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About GRAS Sound & Vibration
GRAS is a worldwide leader in the sound and vibration industry. We develop and manufacture state-of-the-art measurement microphones and related
equipment for industries where acoustic measuring accuracy and repeatability are of the utmost importance. This includes applications and solutions for
customers within the fields of aerospace, automotive, audiology, consumer electronics and other highly demanding industries. GRAS microphones are
designed to live up to the high quality, durability and accuracy that our customers have come to expect, trust and require.
GRAS Sound & Vibration is represented through subsidiaries and distributors in more than 40 countries and is part of Axiometrix Solutions, a leading test
solutions provider comprised of globally recognized measurement brands. Read more at www.grasacoustics.com
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